
Massachussetts
All flue gas vent must be accepted by the 
MA Plumbing Board. MA Plumbing board 

defines UL1738/ULCS636 listing as criteria 
for flue gas vent material acceptance.

NYC
Requires UL1738 / ULCS636 listed

Special Gas Vent material and 
minimum temperature rating of 194° F

Sioux Falls, SD

Adopts International Fuel Gas Code - 2021

Adopts International Fuel Gas Code - 2018

Adopts International Fuel Gas Code - 2015

Adopts International Fuel Gas Code - 2012

Adopts International Residential Code - 2018 

Requires Additional Testing

County Jurisdiction

Mechanical codes contain no UL1738 requirements

Florida Mechanical Code Requirements

503.4.1 Plastic Pipes (Venting)
New language added requiring plastic pipe venting 
materials to be labeled in accordance with the product 
standards specified by the appliance manufacturer or 
listed and labeled in accordance with UL 1738

503.4.1.1 Plastic Vent Joints
New language added requiring plastic pipe venting 
materials to be listed and labeled in accordance with 
UL 1738 to be installed in accordance with the vent 
manufacturer’s instructions

503.4.2 Special Gas Vent
Section revised to require gas vents to be listed in 
accordance with UL 1738 and installed in accordance 
with the special gas vent manufacturer’s instructions.

Dupage County, IL

South Holland, IL

Kansas City & St. Louis, MO

Nashville & Knoxville, TN

Memphis, TN

Las Vegas, NV

Lincoln, NE

Wichita, KS

Overland Park, KS

Cleveland, OH


